ACCUrioPrint
NS C4065

KONICA MINOLTA

BUILD YOUR

BRIDGE TO SUCCESS
RETHINK VERSATILITY

Giving Shape to ldeas



10 GOOD REASONS
For AccurioPrint C4065

1. SIMPLY EFFICIENT 2. PERFECT IMAGE

with Intelligent Media Sensor, Intelli- QUALITY
gent Quality Optimizer and many with Konica Minolta’s very own Imaging
unique inline finishing options. Technology and Toner development.

3. SEAMLESS 4. VERSATILITE
INTEGRATION CONFIGURATIONS
into Konica Minolta’s over 200 possibilities to
application portfolio. configure your own press.

6. OUTSTANDING PAPER
5. ENHANCE YOUR RANGE COMPATIBILITY

OF PRINT OFFERINGS
and fulfill today’s demands for
versatile and creative print products.

Media up to 360 gsm. Excellent versatility
with class leading banner printing, envelop
printing and texture printing capabilities.

®

7.SHORT 8.LOW LEARNING
TURNAROUNDS CURVES
combined with superb image quality Precise colour matching, even for novice
at a production speed of 3579 A4 operators, avoids or at least minimises
pages per hour. learning curves

9. BENEFIT FROM GREAT 10. HIGH OUTPUT EVEN

BUILT-IN TECHNOLOGIES ‘ WITHOUT SKILLS .
e.g. the latest screening and by improved technologies.

registration technologies.



ACCURIOPRINT C4065

CONFIGURATION
RETHINK THE NEEDS

Controller Options for printer body

Konica Minolta Embedded Controller Original cover OC-511

1C-607 Working table WT-511
Expansion HDD UK-112 Pat-light MK-744C
Local connection kit EK-612 IC card authentication AU-201S >
y - . trays paper
Fiery Controller Dehumidifier heater for printer tray HT-511 feeder
Fusing unit for envelope printing PF-602m B
EF-107 ;_f Banner paper
— o feeder kit
Multi bypass tray MK-760
MB-509
Intelligent media
. Sensor . .
IM-101 _ High capacity feeder
(optional) ] LU—202.m. .
1 Dehumidifier heater
E . - HT-503
Auto L " Envelope printing guide
Document \H MK-746
Feeder
DF-713 :
Multi bypass
O#“’r: tray tray MBy-ZOS High capacity feeder for
oT-5 . banner paper
LU-202XL
Paper Feeder Unit . m
AccurioPrint PF.707m = Dehumidifier heater
HT-
C4065 Dehumidifier 503 - .
HT-506 Envelope printing guide
PFU connection kit MK-746
FA-502

Post-Inserter

PI-502 -..._a

Connection kit
MK-732

‘ Punch Kit ‘
PK-525

Banner paper
stacker kit

MK-761 Saddle Sticher

Output Tray SD-510
OT-512 All in one Finisher
FS-532m

Configuration C4065+MB509+0T511+DF713+LU202m Configuration C4065+MB509+0T511+IC607+DF713
DIEGETRIGUN (W) 3125 x (D) 3193 x (H) 2885mm* IIERETRIGULN (W) 2415 x (D) 2554 x (H) 2408mm*

*all accessories dimensions are in opened positions and may vary in actual size.



ACCURIOPRINT C4065

SPECIFICATION
RETHINK PRODUCTION PRINTING

SYSTEM SPECIFICATIONS

DF-713 DUAL SCAN DOCUMENT FEEDER (OPTION)

Resolution 3,600 x 2,400 dpi x 8 bit Tray Capacity 300 sheets (80 gsm)
Paper weight 62 -3609/m2 Original Weight Duplex 50-210gsm
Paper size 3302x487.7 mm Detectable Document Size Min: 100 x 140 mm
330.2 x 864 mm (max.duplex) Max: 297 x 432 mm
330.2x 1300 mm (max. simplex) Scan Speed by Resolution 200dpi  Colour: Simplex 140 ipm | Duplex 280
Paper input Max.: 7,500 sheets Monochrome : | Simplex 140ipm | Duplex 280
Dimension (WxDxH) 800x903 x 1076 mm Scan Speed by Resolution 300 dpi Colour: Simplex 120ipm | Duplex 240
. Monochrome : | Simplex 120ipm | Duplex 240
Unit weight 316kg
Scan Speed by Resolution 400 dpi Colour: Simplex 100ipm | Duplex 200
Type Console Monochrome : | Simplex 100ipm | Duplex 200
Color availability Color - - -
Copy Speed 600 dpi Colour: Simplex 75 ipm Duplex 150
Scanning resolution 600 dpi x 600 dpi Monochrome : | Simplex80ipm | Duplex 160
Writing resolution Equivalent to 3600 dpi x 2400 dpi
A Simplex: 66 ppm OPTIONS
Print/Copy Speed A3 Simplex: 37 ppm KM Image Controller 1C-607
217-360 g/m2 45A4/26 A3 Original Cover 0C-511
Gradation 256 Auto Document Feeder DF-713
Paper Sizes 330.2 x487.7 mm 330.2 x 860 mm (max.duplex) Paper Feeding Unit PF-602m
330.2 x 1300 mm (max. simplex) Paper feeding unit PE-707m
Standard Paper Tray Capacity 1500 sheets A4 80 gsm PFU connection Kit FA-502
Magnification 25-400%, in 0.1% steps Dehumidifier heater HT-503
System memory 8GB Fusing unit for envelope printing HT-511
Warm-up Time 390 seconds or less Large capacity feeding unit LU-202m
First copy out time 6.5 seconds or less(A4) colour Envelope printing guide for LU MK-746
(Color/Monochrome) 4.0 seconds or less (A4) B&W Large capacity feeding unit (banner) LU-202XLm
Scan speed (A4) Single-sided 140 opm*® | Duplex 280 opm*' Multi bypass feeding MB-508
Envelope Printing Standard Baaner Paper Feeder kit MK-760
Multi bypass tray MB-509
. e 84.65x35.55 x58.19 inches (2,150 x 903 x 1478 mm) n n
Intelligent Media Sensor IM-101
Main UnitSize (WxDXH) mm (¢ i unit + DF-713 + LU-202m + FS-532+1C-607 9
Output Tray OT-511
Power consumption 3840 W or less(Main body) Stapling Unit FS-532m
Saddle Stitcher Kit SD-510
Punch Kit PK-525
PRODUCTIVITY Post Inserter Kit PI-502
AccurioPrint C4065 Output Tray Unit 0T-512
A4 - max. per minute 66 ppm Long Sheet Kit (Output) MK-761
A3 - max. per minute 37 ppm

KONICA MINOLTA IMAGE CONTROLLER IC-607

Architecture Internal
0S Linux
CPU Intel Pentium C4400
Clock speed 3.2GHz
RAM std 16 GB
HDD 2TB(2x 1TB)
Page-description language Adobe® PostScript® 3; PDF v1.7; TIFF (v6); PPMLV2.2
Applicable 0S Windows 8.1/10; Windows Server 2012/R2/2016/2019;
Mac 0S X 10.11~10.15
Hubungi Kami :

- All specifications refer to Ad-size paper of 80 gsm quality.

- The support and availability of the listed specifications and functionalities varies depending on
operating systems, applications and network protocols as well as network and system configurations.

- Some of the product illustrations contain optional accessories.

- Specifications and accessories are based on the information available at the time of printing
and are subject to change without notice.

PT PERDANA JATIPUTRA

Address : JI. Bungur Besar No. 89, Kemayoran,
Jakarta Pusat - Indonesia 10620

Phone : (021) 424 8809 / 420 3888

Fax . (021) 424 1581 / 420 1239

E-mail : marketing@perdana.biz

Website : www.perdana.biz

SCAN CODE 1) : @konicaminolta.indonesia



